Thermofin: F8 Series

) STRAIGHT LENGTH
Stainless Steel

F865 Series CAT NO. WATTS  MAX REACH Kg
FINNED AIR HEATERS F8655900 900 457 031
F865S1200 1200 560 0.35
Sheath Watts Density F86551500 1500 673 043 [T e 4{“”1
F865S1800 1800 775 048 - I
Sheath 101kW/m? (65W/in?) Fin and F86552000 2000 851 051
Sheath total 18.2kW/m? (11.8W/in?) F86552400 2400 1003 06
at 235V F865S3000 3000 1219 0.72
. F865S3600 3600 1435 0.83
Construction F86554800 4800 1867 111

Continuous spiral stainless steel fin
on 8mm diameter stainless steel

) ) “U” FORM
element. Diameter over fin 25mm.
Fin pitch 5.0mm CAT NO. WATTS MAX REACH
- F865U900 900 220 ‘ o ‘
Finish F865U1200 1200 275 |
Annealed 304 Stainless Steel F865U1500 1500 330
F865U1800 1800 380
Mounting F865U2000 2000 420
: ) F865U2400 2400 495
Zinc plated bushes with M16 F865U3000 3000 605
thread 16mm l-ong. Clearance hole F865U3600 2600 710
of 18mm required. Nuts & washers F865U4800 4800 025
included.
"W" FORM
I MAX REACH |
) ) CAT NO. WATTS MAX REACH ‘
Element Mounting Detail
F865W1800 1800 205 | =
ol F865W2000 2000 220
rm }- F865W2400 2400 260
w ‘ F865W3000 3000 S5
‘ F865W3600 3600 370
190 NOM.
Smm Nuts MI6x15 F865W4800 4800 475
& Washers Bush & Nut
Element temperature at varying air speed =20 MIN
(25°C ambient, single element only) ZH IR ot
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Thermofin: F8 Series

Stainless Steel STRAIGHT LENGTH
F886 Series CAT NO. WATTS  MAX REACH Kg
FINNED AIR HEATERS F8865750 750 334 0.28
F886S1000 1000 415 0.33
F886S1500 1500 574 043
Sheath 133kW/m? (86W/in?) Fin and F88651750 1750 655 049
Sheath total 23.9kW/m? (15.4W/in?) F88652000 2000 22 0.54
at 235Volts. F886S2500 2500 886 0.62
. F886S3000 3000 1055 0.76
Construction F88653500 3500 1213 084

F88654000 4000 11873 0.96
F8865S4500 4500 1522 1.02
F886S5000 5000 1686 112

Continuous spiral stainless steel fin
on 8mm diameter stainless steel
element. Diameter over fin 25mm.
Fin pitch 5.0mm

Finish U"FORM
Annealed 304 Stainless Steel il SRS bl
F886U750 750 164
Mounting F886U1000 1000 204 ) iR _i
) ) F886U1250 1250 240
Zrl]nc leit(sed bulshes Véllth M16 - F886U1500 1500 284 [
threa mm .ong. earance nole F886U1750 1750 324
of 18mm required. Nuts & washers F886U2000 2000 358
included. F886U2500 2500 440
F886U3000 3000 524
F886U3500 3500 603
Element Mounting Detail F886U4000 4000 683
65 F886U4500 4500 758
46
r“ 4]_ F886U5000 5000 840
J AL
Il ‘ “W” FORM
5mm Nuts M16x 1.5 i
& Washers Bush & Nut MAX REACH |
CAT NO. WATTS MAX REACH |
F886W1250 1250 133
Element temperature at varying air speed F886W1500 1500 1155
(25°C ambient, single element only) F886W1750 1750 175
600 N F886W2000 2000 188
550 N F886W2500 2500 253
500 \\ F886W3000 3000 275
O 450 N F886W3500 3500 245
D \\ F886W4000 4000 555
£ 400
% 250 \ F886W4500 4500 388 ~— 25 MIN
aé 200 F886W5000 5000 433
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Common
applications

All elements are designed and manufactured to comply with the requirements of AS3100. This range of elements are suitable for use in heating BJC ELEMENTS 7
units manufactured to comply with the requirements of AS1668.1. Contact your BJC ELEMENTS agent for special wattages, voltages or sizes.



